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'sN elez se i \t\ n u e 

If no security module has been paired with that mobile device then the 
authentication process is terminated and a signal is sent to the ATM 12 to 
present a ... 

Method and system for managing data traffic in wireless networks 

The local gateway server 120 redirects all requests from the mobile device 100 
made with a particular protocol (eg, HTTP) to the authentication web page. ... 

[application Remote control of conveyance and appliance functions 

S i 56125 -f ed Nov 2, 2005 
Through the use of authentication transponder 210, a conveyance may 
automatically detect and authenticate when the mobile device 100 equipped with 



Method and system for se cure lightweight transa ctions in wireless data networks 

Both service and post transactions are initiated by the mobile device that ... 
With the successful step one client authentication, the server at 238 sends ... 

Method and system for secure lightweight transactions in wireless data networks 

v. \ v \W - Phone.com, Inc. 

If there is no established 1 0 session, for example, a mobile device is just ... 

With the successful step one client authentication, the server at 238 sends ... 

[applications Method of using a mobile device to authenticate a printed token a nd output 

- • V05- 

DETAILED DESCRIPTION OF THE PREFERRED EMBODIMENTS [0154] Mobile 
Telecommunications Device Overview [0155] Whilst the main embodiment includes 
both Netpage ... 

Data synchronization mechanism for information browsing systems 
US Pat 7146407 -Filed Oct 22, 2001 PccketThis, inc. 
In an alternative embodiment, user authentication is required only when the 
subject user changes the mobile device with which the subject user accesses her 



[appi cati^ r- nj ^ ' ' Kt j Kv i - i r-^sona! area networks c_d credentials on a 

Mobile detector (AP) 412 may then proceed to provide the credential to 
Authenticator (AP) 414 for authentication of the mobile device. If the mobile 
device ... 

[application] GPS parasite system 

US Pat. 1 1 1 5831 1 • Filed Jun 20, £005 

Examples of external events include reception of a signal from any mobile 
electronic device, another stationary electronic device communicating with the 
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